
Wi-Fi PUSH BUTTON LED DIMMER
Item Description:

 Wi-Fi LED Dimmer

HAZARD OF ELECTRIC SHOCK, EXPLOSION OR ARC FLASH
Turn off all power supplying this equitment
Use a voltage tester of appropriate rating.

Failure to follow these instructions will result in death or serious injury.

HAZARD OF FIRE
Failure to follow these instructions can result in death, serious injury, or equitment damage.

WARNING

DANGER

D389-WF
Model No.

WIRING

SPECIFICATION
Input
Load
Min. Load
Dimming Mode
Protection
Protocol
Dimmension
Weight
System require

220-240V ~ 50Hz
250W
5W
Trailing Edge
Overload, Overheat, Over current
2.4G Wi-Fi
44*20mm
Weight
IOS 10.0 or higher / Android 5.0 or higher

40.0

36
.0

22.5
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1. Download the Tuya Smart app.
2. Tap ‘creat new account’or ‘log in to account’.
3. Follow the in-app prompts and tap ‘OK’.

To connect your Wi-Fi dimmer to the app, you must �rst enter pairing mode. The app require a 
2.4GHz Wi-Fi network.

Activate Pairing Mode:

To enter pairing mode, �rst turn the switch o�, then quickly press the switch 5 times within 3 
seconds followed by a 6th press and hold till the indicator blinking rapidly.

CONNECT TO THE APP

1. Open the APP.
2. Tap + > Add Device > Auto Scan. The discovery process will begin.
3. When your product is discovered, tap ‘next’.
4. Con�rm your Wi-Fi details and tap ‘con�rm’. This will begin the pairing process, which will 
add your device to the app.
5.  Once pairing is complete, you can edit your device name(optional).
6. To �nish the pairing process, tap ‘ done’.

PAIRING YOUR PRODUCT

Google Assistant
1. Open the google home app and sign in to your google account.
2. Tap+ and select Set Up Device > Have Something Already Set Up?
3. Select Tuya Smart from the list or type Tuya smart in the search bar.
4. Type in your App login details.
5. Tap Link Now > Authorise.

Amazon Alexa
1. Open the Amazon Alexa app and sign in to your Alexa account.
2. Tap More > Skills & Games.
3. Search for Tuya Smart and tap ‘enable’.
4. Enter your account details and tap ‘link now’.

DERATING
If the dimmer mechnisam module is mounted next to another on a 2/3 gang plate, it’s safer to 
consider derating factor due to the poterntial for an overheating issue.
- 2 gang
- 3 gang

0.85
0.7

SET UP THE APP

VOICE CONTROL SETUP


